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Panic Exit Device Usage
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Installation terms                                                            $�� %���"

Opening direction

1-Install the panic Device at the height of 900-1100 mm from the floor

2-Install the panic Device so that after pushing the panic, open

the door to the outside 

3-It is forbidden to install any locking mechanism on the emergency 

exit door (from inside or outside) that prevents the door from opening 
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L shape
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The Bottom Body
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1-Remove the Head cover from the body

3-Install the Bottom Body on the door using 6 screws

4-Install the L-shaped  using two screws
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HEAD COVER
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2-The distance of the door hole to the jamb is 

68 mm
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END COVER
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Front screws
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Side Screws
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1-Install Head cover on the body assembly

2-Tighten the side screws (2 pcs.)

3-Tighten the front screws (2 pcs.)

4-Install the end cover and tighten 2 screws
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JAMB OR MULLION
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Inside Face Of Door
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STRIKE SITE
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Installation of Striker                                                        ���6 $��
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1-install the sticker on the jamb so that it is in front of the latchbold

(do not prevent the door from closing)

2-Firstly, tighten the screws (2 pcs.) on the Oval holes 

3-Tighten the screw of the fixing hole
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Actuating Bar 
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-After installation, press the actuating bar and open and close the door several 

times
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-Make sure actuating bar is functioning properly


